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428             A, B, Extra high bumper threshold.
10 x 2” phillips flathead screws are included.

2 1/4

1/81

424             A, B,  Wide bumper threshold with vinyl moisture barrier.
10 x 2” phillips flathead screws are included.

424*A, B,  Low bumper threshold. .
10 x 1-1/2” phillips flathead screws are included.

3 7/16

3/4

* DISCONTINUED - Available While Supplies Last
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Full length insert for glue-down or nail-on applications.

A,	B

A,	B

A,	B

Low	bumper	threshold.
10	x	1½”	phillips	flathead	
screws	are	included.

Extra	high	bumper	threshold.
10	x	2”	phillips	flathead	
screws	are	included.

Wide	bumper	threshold	with	
vinyl	moisture	barrier.
10	x	2”	phillips	flathead	
screws	are	included.

DISCONTINUED - Available while supplies last.
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10 x 1-1/2” phillips flathead screws are included 1516-1520.
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1509                A, B

HEAVY DUTY COMMERCIAL SADDLE THRESHOLDS

Indicates location of standard fastener hole.

Tabs can be attached to ½” commercial saddle
thresholds to facilitate the connection
between thresholds and wood frame.

TABS
(RMF) A milling operation to re-
move aluminum, enabling
the threshold to be
“dropped” into place.

ROUT FOR METAL/MORTISED FRAMES

Order:    Exact length required. Specify stop size.
Holes:    Three (3) center holes per door.

Order:  Exact length required.
Holes:  No center hole.
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NOTE:  A popular application of the “Half-Saddle” is to meet interior tile flooring.
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Sample Illustration of
Thermal Break Thresholds:

10 x 1-1/2” phillips flathead screws are included 1512-1515.

THERMAL BREAK SADDLE THRESHOLDS
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Black rigid vinyl thermal break
connector to join saddles.

1511 P

1515               A, B

1514               A, B

Optional seals
listed page 55.

5

1/2

1522               A, B
PANIC exit bumper
threshold. Handicapped
barrier-free design.

10 x 1” phillips flathead
screws are included.
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phillips flathead
screws are
included.
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40.

10 X 1½” phillips flathead 
screws are included.

Features:
    1) 5/16” dia hardened steel pin,
    2) 22” spring detent positive action bolt
         unit top & bottom (Patent #6457751),
    3) 2 heavy duty escutcheon plates for
         top and bottom.

Additionally:
    Field handed, can be field trimmed,
    Thermoplastic bottom seal provided,
    Fasteners included.

For in-swing doors only
    1/2” space between doors
     plus clearance.

5475
HURRICANE-RATED
ASTRA-BOLT
B, CH, PG, S, W  

continuedAstragals & Meeting Stiles
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PATENT 6457751
(Bolt Assembly)

22 INCH SPRING
DETENT POSITIVE
ACTION BOLT UNIT
TOP & BOTTOM

QUARTER-TURN
RED KNOB FOR
ADDED SECURITY

5/16" DIAMETER
HARDENED
STEEL PIN

SCHLEGEL
Q-LON
DOOR SEAL

DEAD BOLT TRIM
PLATE

FULL STRIKE
PLATE

TH
IS

 D
R

A
W

IN
G

 N
O

T TO
 S

C
A

LE
Schlegel
Q-Lon

Black
Finned
Pile
#9088

Black Pile
#9082

Section  11  MISCELLANEOUS

Machine screw with lead anchor.
10-24 x 2”, 3/8” hole required.
Zinc & bronze.

9100
Lock anchor, zinc plated only.
1/4” x 2”, 1/4” hole required.

9101

9104
Plastic screw anchor. 1/4” x 1”,
1/4” hole required.

9103
Nylon drive anchor. 1/4” x 2”,
1/4” hole required.

Nylon drive anchor. 1/4” x 1-1/2”, 1/4” hole required.

9102

Fasteners other than standard may be substituted at the time of ordering at
additional cost. Bulk fasteners are available per hundred or per pound.

SPECIAL ANCHORS

4010 Bronze tone paint - 12 oz spray canTOUCH-UP PAINT

858 A, B DOOR BOTTOM / CAP COMBINATION
for use with side lites or atrium door
units for a continuous look.

(NOT TO SCALE)

Side Lites

55/8

1 1/4

(NOT TO SCALE)
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ALUMINUM
ADJ. CAP
827, 847,

856, 857, & 877

DOOR
BOTTOM

1 1/4

Features:
    1) 5/16” dia hardened steel pin,
    2) 22” spring detent positive action bolt
         unit top & bottom (Patent #6457751),
    3) 2 heavy duty escutcheon plates for
         top and bottom.

Additionally:
    Field handed, can be field trimmed,
    Thermoplastic bottom seal provided,
    Fasteners included.

For in-swing doors only
    1/2” space between doors
     plus clearance.

5475
HURRICANE-RATED
ASTRA-BOLT
B, CH, PG, S, W  
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Schlegel
Q-Lon

Black
Finned
Pile
#9088

Black Pile
#9082

Section  11  MISCELLANEOUS

Machine screw with lead anchor.
10-24 x 2”, 3/8” hole required.
Zinc & bronze.

9100
Lock anchor, zinc plated only.
1/4” x 2”, 1/4” hole required.

9101

9104
Plastic screw anchor. 1/4” x 1”,
1/4” hole required.

9103
Nylon drive anchor. 1/4” x 2”,
1/4” hole required.

Nylon drive anchor. 1/4” x 1-1/2”, 1/4” hole required.

9102

Fasteners other than standard may be substituted at the time of ordering at
additional cost. Bulk fasteners are available per hundred or per pound.

SPECIAL ANCHORS

4010 Bronze tone paint - 12 oz spray canTOUCH-UP PAINT

858 A, B DOOR BOTTOM / CAP COMBINATION
for use with side lites or atrium door
units for a continuous look.

(NOT TO SCALE)

Side Lites

55/8

1 1/4

(NOT TO SCALE)

COMBO ALUMINUM PRODUCTS, EL CAJON, CA
Tel (619) 447-9200  (800) 457-7500  Fax (619) 442-4558

PRODUCTS ARE SHOWN ACTUAL SIZE
(EXCEPT AS NOTED) 54

ALUMINUM
ADJ. CAP
827, 847,

856, 857, & 877

DOOR
BOTTOM

1 1/4


