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Indicates location of standard fastener hole.

3111                 A, B,
1/2” Elevator for increasing
height of saddle thresholds.

1/2

5

5/8

5/8

Floor covering
area.

5

5/8

5/8

5

5/8

5/8

472             A, B
Bumper threshold
will allow for floor
covering.

471             A, B
Bumper threshold for
continuous level floor.

10 x 1-1/2” phillips
flathead screws are
included.

10 x 1-1/2” phillips
flathead screws are
included.

470             A, B
Bumper threshold.

10 x 1-1/2” phillips
flathead screws are
included.

ELEVATORS
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49/32

1/2

                 B1529 1/2

9 /164

1519                B

6

1/4

1546               A, B

1/4

4

1544               A, B

1/4

5

1545               A, B

1/4

7

1547               A, B

10 x 1” phillips flathead screws are included 1544-1547.

1/4” COMMERCIAL SADDLE THRESHOLDS

SADDLE THRESHOLDS WITH SCREW BOSS

Indicates location of standard fastener hole.
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1/4

4
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1/4

5

1545               A, B

1/4

7

1547               A, B

10 x 1” phillips flathead screws are included 1544-1547.

1/4” COMMERCIAL SADDLE THRESHOLDS

SADDLE THRESHOLDS WITH SCREW BOSS

Indicates location of standard fastener hole.
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10 x 1” phillips flathead screws are included 1544-1547.

1/4” COMMERCIAL SADDLE THRESHOLDS

SADDLE THRESHOLDS WITH SCREW BOSS

Indicates location of standard fastener hole.
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10 x 1” phillips flathead screws are included 1544-1547.

1/4” COMMERCIAL SADDLE THRESHOLDS

SADDLE THRESHOLDS WITH SCREW BOSS

Indicates location of standard fastener hole.
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A,	B

A,	B

A1539

continuedJamb Weatherstrip

SCHLEGEL QEBD  650 Q-LON    KERF TYPE DOOR SEAL.
Fire rated by Underwriters Laboratory for 90 minutes.
Inserts easily to seal the strike side, hinge side and header.
A Q-LON   Door seal made of an open-cell urethane foam core and clad
in an embossed polyethylene, U.V. stabilized paint-resistant liner for kerf
applications.
QEBD 650 contains no plasticizers to cause deterioration over time.
Has 5/8” reach. Resilient reach characteristics conform seal to warped
doors. Width of barb - 5/32” (.155”)
Requires 1/8” x 7/16” kerf in stop. (If rabbeted jamb is used, allow for
depth of 2-1/8”. If applied stop is used, adjust for compression of seal.)
Passed water penetration tests at 25 mph and 34 mph ASTM E-331 std. Test.

SCHLEGEL QDS 650 Q-LON    KERF TYPE DOOR SEAL.
Fire rated by Underwriters Laboratory for 90 minutes in accordance with
UL QVWZ file #R14384.
Cellular modified foam core, cladding is an embossed, non-vinyl, U.V.
stabilized, paint-resistant liner. Has 5/8” reach. Will allow for as much
as 3/16” movement with no loss of sealing performance.
Air infiltration tested within ASTM, NWWDA, ANSI and ISDSI standard.
Requires 1/8” x 3/8”  kerf in stop. (If rabbeted jamb is used, allow for
depth of 2-1/8”. If applied stop is used, adjust for compression of seal.)

5/8

1750
1750B   82”  Brown
1750W  82”  White
1751B   97”  Brown
1751W  97”  White

C L A S S I F I E D

Tolerance +/- 1” 
(Sold by full box or by piece,
broken box premium applies).

Box
Qty.
150
150
125
125

R

R

C L A S S I F I E D

5/8

1783
1783B     82”  Brown
1783W    82”   White
1784B     97”   Brown
1784W    97”   White
1785B   120”  Brown
1785W  120”   White
1786D   500’   RL  Black
1786B   500’   RL  Brown
1786W  500’   RL  White
Tolerance +/- 1” 
(Sold by full box or by piece,
broken box premium applies).

(Sold by full box or by piece,
broken box premium applies).

(Sold by full box or by piece,
broken box premium applies).

Box
Qty.
150
150
125
125
125
125

FOAM WEATHERSTRIP

SCHLEGEL QEBD  825 Q-LON    KERF TYPE DOOR SEAL.
EXTENDED REACH.
Fire rated by Underwriters Laboratory for 90 minutes.
Inserts easily to seal the strike side, hinge side and header.
A Q-LON   Door seal made of an open-cell urethane foam core and clad
in an embossed polyethylene, U.V. stabilized paint-resistant liner for kerf
applications.
QEBD 825 contains no plasticizers to cause deterioration over time.
Has 13/16” reach. Resilient reach characteristics conform seal to warped
doors. Width of barb - 5/32” (.155”)
Requires 1/8” x 7/16” kerf in stop.

1787
1787B   97”  Brown
1787W  97”  White
Tolerance +/- 1”

Box
Qty.
100
100 13/16

C L A S S I F I E D

R

SCHLEGEL QEBD  875 Q-LON   KERF TYPE DOOR SEAL.
EXTENDED REACH.
Fire rated by Underwriters Laboratory for 20 minutes.
Inserts easily to seal the strike side, hinge side and header.
A Q-LON   Door seal made of an open-cell urethane foam core and clad
in an embossed polyethylene, U.V. stabilized paint-resistant liner for kerf
applications.
QEBD 875 contains no plasticizers to cause deterioration over time.
Has 7/8” reach. Resilient reach characteristics conform seal to warped
doors. Width of barb - 5/32” (.155”)
Requires 1/8” x 7/16” kerf in stop.

7/8

1788
1788B   97”  Brown
1788W  97”  White
Tolerance +/- 1”

Box
Qty.
125
125

C L A S S I F I E D

R

NEW

NEW
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* * * LIFETIME WARRANTY * * * offered by Schlegel & Loxcreen

Section  10  ASTRAGALS & MEETING STILES

  1/2

   1/2

1152 P (Primed)    96” Length only

1160 A, B, W1130 P

1201 B, PG, S, W

Steel meeting stile with countersunk holes.
Primed finish. SMS 10 x 1” phillips flathead
screws are provided.

Extruded aluminum T-Astragal.
Screw nails provided.

Extruded aluminum T-Astragal.
Screw nails provided.

Black rigid vinyl retainer. Mortised or surface
mounted for proper sealing pressure. Black pile
seal (#9082) shown. Optional seals available.
SMS 4 x 5/8” phillips panhead screws are
provided. 84” Length.

Optional seals:
9032T Bulb
9081 Pile (Gray)
9082 Pile (Black)
9086 Finned Pile
         (Gray)
9088 Finned Pile
         (Black)
(see seal profiles
on page 55)

13/16

1 3/16
Inactive
Door

Indicates location of standard fastener hole.

2

3/16

1

11/16
Inactive
Door

All Astragals and Meeting Stiles are cut exact.
Standard Sizes: 80” and 84” (Except as noted).

Other lengths are available and are cut exact as
ordered (Extra cost over 84”).

Steel Meeting Stiles are furnished with counter-
sunk holes.

Vinyl seal is black; fasteners are provided.

COMBO ALUMINUM PRODUCTS, EL CAJON, CA
Tel (619) 447-9200  (800) 457-7500  Fax (619) 442-4558 PRODUCTS ARE SHOWN ACTUAL SIZE 48

7/16"
1/2"
5/8"

ASTRAGAL STOP CUT OPTION

ASTRAGAL STOP CUT (ASC)

Available Sizes: 7/16", 1/2", & 5/8"

(for Parts 5000, 5400, 5450, 5475, & 5500)

A,	B,	PG,	W

Optional seals:
9032T	Bulb
9082	Pile	(Black)
9088	Finned	Pile	(Black)
(See	seal	profiles	on	page	52)

continuedJamb Weatherstrip

SCHLEGEL QEBD  650 Q-LON    KERF TYPE DOOR SEAL.
Fire rated by Underwriters Laboratory for 90 minutes.
Inserts easily to seal the strike side, hinge side and header.
A Q-LON   Door seal made of an open-cell urethane foam core and clad
in an embossed polyethylene, U.V. stabilized paint-resistant liner for kerf
applications.
QEBD 650 contains no plasticizers to cause deterioration over time.
Has 5/8” reach. Resilient reach characteristics conform seal to warped
doors. Width of barb - 5/32” (.155”)
Requires 1/8” x 7/16” kerf in stop. (If rabbeted jamb is used, allow for
depth of 2-1/8”. If applied stop is used, adjust for compression of seal.)
Passed water penetration tests at 25 mph and 34 mph ASTM E-331 std. Test.

SCHLEGEL QDS 650 Q-LON    KERF TYPE DOOR SEAL.
Fire rated by Underwriters Laboratory for 90 minutes in accordance with
UL QVWZ file #R14384.
Cellular modified foam core, cladding is an embossed, non-vinyl, U.V.
stabilized, paint-resistant liner. Has 5/8” reach. Will allow for as much
as 3/16” movement with no loss of sealing performance.
Air infiltration tested within ASTM, NWWDA, ANSI and ISDSI standard.
Requires 1/8” x 3/8”  kerf in stop. (If rabbeted jamb is used, allow for
depth of 2-1/8”. If applied stop is used, adjust for compression of seal.)

5/8

1750
1750B   82”  Brown
1750W  82”  White
1751B   97”  Brown
1751W  97”  White

C L A S S I F I E D

Tolerance +/- 1” 
(Sold by full box or by piece,
broken box premium applies).

Box
Qty.
150
150
125
125

R

R

C L A S S I F I E D

5/8

1783
1783B     82”  Brown
1783W    82”   White
1784B     97”   Brown
1784W    97”   White
1785B   120”  Brown
1785W  120”   White
1786D   500’   RL  Black
1786B   500’   RL  Brown
1786W  500’   RL  White
Tolerance +/- 1” 
(Sold by full box or by piece,
broken box premium applies).

(Sold by full box or by piece,
broken box premium applies).

(Sold by full box or by piece,
broken box premium applies).

Box
Qty.
150
150
125
125
125
125

FOAM WEATHERSTRIP

SCHLEGEL QEBD  825 Q-LON    KERF TYPE DOOR SEAL.
EXTENDED REACH.
Fire rated by Underwriters Laboratory for 90 minutes.
Inserts easily to seal the strike side, hinge side and header.
A Q-LON   Door seal made of an open-cell urethane foam core and clad
in an embossed polyethylene, U.V. stabilized paint-resistant liner for kerf
applications.
QEBD 825 contains no plasticizers to cause deterioration over time.
Has 13/16” reach. Resilient reach characteristics conform seal to warped
doors. Width of barb - 5/32” (.155”)
Requires 1/8” x 7/16” kerf in stop.

1787
1787B   97”  Brown
1787W  97”  White
Tolerance +/- 1”

Box
Qty.
100
100 13/16

C L A S S I F I E D

R

SCHLEGEL QEBD  875 Q-LON   KERF TYPE DOOR SEAL.
EXTENDED REACH.
Fire rated by Underwriters Laboratory for 20 minutes.
Inserts easily to seal the strike side, hinge side and header.
A Q-LON   Door seal made of an open-cell urethane foam core and clad
in an embossed polyethylene, U.V. stabilized paint-resistant liner for kerf
applications.
QEBD 875 contains no plasticizers to cause deterioration over time.
Has 7/8” reach. Resilient reach characteristics conform seal to warped
doors. Width of barb - 5/32” (.155”)
Requires 1/8” x 7/16” kerf in stop.

7/8

1788
1788B   97”  Brown
1788W  97”  White
Tolerance +/- 1”

Box
Qty.
125
125

C L A S S I F I E D

R

NEW

NEW
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* * * LIFETIME WARRANTY * * * offered by Schlegel & Loxcreen

Section  10  ASTRAGALS & MEETING STILES

  1/2

   1/2

1152 P (Primed)    96” Length only

1160 A, B, W1130 P

1201 B, PG, S, W

Steel meeting stile with countersunk holes.
Primed finish. SMS 10 x 1” phillips flathead
screws are provided.

Extruded aluminum T-Astragal.
Screw nails provided.

Extruded aluminum T-Astragal.
Screw nails provided.

Black rigid vinyl retainer. Mortised or surface
mounted for proper sealing pressure. Black pile
seal (#9082) shown. Optional seals available.
SMS 4 x 5/8” phillips panhead screws are
provided. 84” Length.

Optional seals:
9032T Bulb
9081 Pile (Gray)
9082 Pile (Black)
9086 Finned Pile
         (Gray)
9088 Finned Pile
         (Black)
(see seal profiles
on page 55)

13/16

1 3/16
Inactive
Door

Indicates location of standard fastener hole.

2

3/16

1

11/16
Inactive
Door

All Astragals and Meeting Stiles are cut exact.
Standard Sizes: 80” and 84” (Except as noted).

Other lengths are available and are cut exact as
ordered (Extra cost over 84”).

Steel Meeting Stiles are furnished with counter-
sunk holes.

Vinyl seal is black; fasteners are provided.

COMBO ALUMINUM PRODUCTS, EL CAJON, CA
Tel (619) 447-9200  (800) 457-7500  Fax (619) 442-4558 PRODUCTS ARE SHOWN ACTUAL SIZE 48

7/16"
1/2"
5/8"

ASTRAGAL STOP CUT OPTION

ASTRAGAL STOP CUT (ASC)

Available Sizes: 7/16", 1/2", & 5/8"

(for Parts 5000, 5400, 5450, 5475, & 5500)

A,	B,	PG,	W

Optional seals:
9032T	Bulb
9082	Pile	(Black)
9088	Finned	Pile	(Black)
(See	seal	profiles	on	page	52)
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SCHLEGEL QEBD  650 Q-LON    KERF TYPE DOOR SEAL.
Fire rated by Underwriters Laboratory for 90 minutes.
Inserts easily to seal the strike side, hinge side and header.
A Q-LON   Door seal made of an open-cell urethane foam core and clad
in an embossed polyethylene, U.V. stabilized paint-resistant liner for kerf
applications.
QEBD 650 contains no plasticizers to cause deterioration over time.
Has 5/8” reach. Resilient reach characteristics conform seal to warped
doors. Width of barb - 5/32” (.155”)
Requires 1/8” x 7/16” kerf in stop. (If rabbeted jamb is used, allow for
depth of 2-1/8”. If applied stop is used, adjust for compression of seal.)
Passed water penetration tests at 25 mph and 34 mph ASTM E-331 std. Test.

SCHLEGEL QDS 650 Q-LON    KERF TYPE DOOR SEAL.
Fire rated by Underwriters Laboratory for 90 minutes in accordance with
UL QVWZ file #R14384.
Cellular modified foam core, cladding is an embossed, non-vinyl, U.V.
stabilized, paint-resistant liner. Has 5/8” reach. Will allow for as much
as 3/16” movement with no loss of sealing performance.
Air infiltration tested within ASTM, NWWDA, ANSI and ISDSI standard.
Requires 1/8” x 3/8”  kerf in stop. (If rabbeted jamb is used, allow for
depth of 2-1/8”. If applied stop is used, adjust for compression of seal.)

5/8

1750
1750B   82”  Brown
1750W  82”  White
1751B   97”  Brown
1751W  97”  White

C L A S S I F I E D

Tolerance +/- 1” 
(Sold by full box or by piece,
broken box premium applies).

Box
Qty.
150
150
125
125

R

R

C L A S S I F I E D

5/8

1783
1783B     82”  Brown
1783W    82”   White
1784B     97”   Brown
1784W    97”   White
1785B   120”  Brown
1785W  120”   White
1786D   500’   RL  Black
1786B   500’   RL  Brown
1786W  500’   RL  White
Tolerance +/- 1” 
(Sold by full box or by piece,
broken box premium applies).

(Sold by full box or by piece,
broken box premium applies).

(Sold by full box or by piece,
broken box premium applies).

Box
Qty.
150
150
125
125
125
125

FOAM WEATHERSTRIP

SCHLEGEL QEBD  825 Q-LON    KERF TYPE DOOR SEAL.
EXTENDED REACH.
Fire rated by Underwriters Laboratory for 90 minutes.
Inserts easily to seal the strike side, hinge side and header.
A Q-LON   Door seal made of an open-cell urethane foam core and clad
in an embossed polyethylene, U.V. stabilized paint-resistant liner for kerf
applications.
QEBD 825 contains no plasticizers to cause deterioration over time.
Has 13/16” reach. Resilient reach characteristics conform seal to warped
doors. Width of barb - 5/32” (.155”)
Requires 1/8” x 7/16” kerf in stop.

1787
1787B   97”  Brown
1787W  97”  White
Tolerance +/- 1”

Box
Qty.
100
100 13/16

C L A S S I F I E D

R

SCHLEGEL QEBD  875 Q-LON   KERF TYPE DOOR SEAL.
EXTENDED REACH.
Fire rated by Underwriters Laboratory for 20 minutes.
Inserts easily to seal the strike side, hinge side and header.
A Q-LON   Door seal made of an open-cell urethane foam core and clad
in an embossed polyethylene, U.V. stabilized paint-resistant liner for kerf
applications.
QEBD 875 contains no plasticizers to cause deterioration over time.
Has 7/8” reach. Resilient reach characteristics conform seal to warped
doors. Width of barb - 5/32” (.155”)
Requires 1/8” x 7/16” kerf in stop.

7/8

1788
1788B   97”  Brown
1788W  97”  White
Tolerance +/- 1”

Box
Qty.
125
125

C L A S S I F I E D

R

NEW

NEW
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* * * LIFETIME WARRANTY * * * offered by Schlegel & Loxcreen

Section  10  ASTRAGALS & MEETING STILES

  1/2

   1/2

1152 P (Primed)    96” Length only

1160 A, B, W1130 P

1201 B, PG, S, W

Steel meeting stile with countersunk holes.
Primed finish. SMS 10 x 1” phillips flathead
screws are provided.

Extruded aluminum T-Astragal.
Screw nails provided.

Extruded aluminum T-Astragal.
Screw nails provided.

Black rigid vinyl retainer. Mortised or surface
mounted for proper sealing pressure. Black pile
seal (#9082) shown. Optional seals available.
SMS 4 x 5/8” phillips panhead screws are
provided. 84” Length.

Optional seals:
9032T Bulb
9081 Pile (Gray)
9082 Pile (Black)
9086 Finned Pile
         (Gray)
9088 Finned Pile
         (Black)
(see seal profiles
on page 55)

13/16

1 3/16
Inactive
Door

Indicates location of standard fastener hole.

2

3/16

1

11/16
Inactive
Door

All Astragals and Meeting Stiles are cut exact.
Standard Sizes: 80” and 84” (Except as noted).

Other lengths are available and are cut exact as
ordered (Extra cost over 84”).

Steel Meeting Stiles are furnished with counter-
sunk holes.

Vinyl seal is black; fasteners are provided.
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7/16"
1/2"
5/8"

ASTRAGAL STOP CUT OPTION

ASTRAGAL STOP CUT (ASC)

Available Sizes: 7/16", 1/2", & 5/8"

(for Parts 5000, 5400, 5450, 5475, & 5500)

A,	B,	PG,	W

Optional seals:
9032T	Bulb
9082	Pile	(Black)
9088	Finned	Pile	(Black)
(See	seal	profiles	on	page	52)
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SCHLEGEL QEBD  650 Q-LON    KERF TYPE DOOR SEAL.
Fire rated by Underwriters Laboratory for 90 minutes.
Inserts easily to seal the strike side, hinge side and header.
A Q-LON   Door seal made of an open-cell urethane foam core and clad
in an embossed polyethylene, U.V. stabilized paint-resistant liner for kerf
applications.
QEBD 650 contains no plasticizers to cause deterioration over time.
Has 5/8” reach. Resilient reach characteristics conform seal to warped
doors. Width of barb - 5/32” (.155”)
Requires 1/8” x 7/16” kerf in stop. (If rabbeted jamb is used, allow for
depth of 2-1/8”. If applied stop is used, adjust for compression of seal.)
Passed water penetration tests at 25 mph and 34 mph ASTM E-331 std. Test.

SCHLEGEL QDS 650 Q-LON    KERF TYPE DOOR SEAL.
Fire rated by Underwriters Laboratory for 90 minutes in accordance with
UL QVWZ file #R14384.
Cellular modified foam core, cladding is an embossed, non-vinyl, U.V.
stabilized, paint-resistant liner. Has 5/8” reach. Will allow for as much
as 3/16” movement with no loss of sealing performance.
Air infiltration tested within ASTM, NWWDA, ANSI and ISDSI standard.
Requires 1/8” x 3/8”  kerf in stop. (If rabbeted jamb is used, allow for
depth of 2-1/8”. If applied stop is used, adjust for compression of seal.)

5/8

1750
1750B   82”  Brown
1750W  82”  White
1751B   97”  Brown
1751W  97”  White

C L A S S I F I E D

Tolerance +/- 1” 
(Sold by full box or by piece,
broken box premium applies).

Box
Qty.
150
150
125
125

R

R

C L A S S I F I E D

5/8

1783
1783B     82”  Brown
1783W    82”   White
1784B     97”   Brown
1784W    97”   White
1785B   120”  Brown
1785W  120”   White
1786D   500’   RL  Black
1786B   500’   RL  Brown
1786W  500’   RL  White
Tolerance +/- 1” 
(Sold by full box or by piece,
broken box premium applies).

(Sold by full box or by piece,
broken box premium applies).

(Sold by full box or by piece,
broken box premium applies).

Box
Qty.
150
150
125
125
125
125

FOAM WEATHERSTRIP

SCHLEGEL QEBD  825 Q-LON    KERF TYPE DOOR SEAL.
EXTENDED REACH.
Fire rated by Underwriters Laboratory for 90 minutes.
Inserts easily to seal the strike side, hinge side and header.
A Q-LON   Door seal made of an open-cell urethane foam core and clad
in an embossed polyethylene, U.V. stabilized paint-resistant liner for kerf
applications.
QEBD 825 contains no plasticizers to cause deterioration over time.
Has 13/16” reach. Resilient reach characteristics conform seal to warped
doors. Width of barb - 5/32” (.155”)
Requires 1/8” x 7/16” kerf in stop.

1787
1787B   97”  Brown
1787W  97”  White
Tolerance +/- 1”

Box
Qty.
100
100 13/16

C L A S S I F I E D

R

SCHLEGEL QEBD  875 Q-LON   KERF TYPE DOOR SEAL.
EXTENDED REACH.
Fire rated by Underwriters Laboratory for 20 minutes.
Inserts easily to seal the strike side, hinge side and header.
A Q-LON   Door seal made of an open-cell urethane foam core and clad
in an embossed polyethylene, U.V. stabilized paint-resistant liner for kerf
applications.
QEBD 875 contains no plasticizers to cause deterioration over time.
Has 7/8” reach. Resilient reach characteristics conform seal to warped
doors. Width of barb - 5/32” (.155”)
Requires 1/8” x 7/16” kerf in stop.

7/8

1788
1788B   97”  Brown
1788W  97”  White
Tolerance +/- 1”

Box
Qty.
125
125

C L A S S I F I E D

R

NEW

NEW

COMBO ALUMINUM PRODUCTS, EL CAJON, CA
Tel (619) 447-9200  (800) 457-7500  Fax (619) 442-4558PRODUCTS ARE SHOWN ACTUAL SIZE45

* * * LIFETIME WARRANTY * * * offered by Schlegel & Loxcreen

Section  10  ASTRAGALS & MEETING STILES

  1/2

   1/2

1152 P (Primed)    96” Length only

1160 A, B, W1130 P

1201 B, PG, S, W

Steel meeting stile with countersunk holes.
Primed finish. SMS 10 x 1” phillips flathead
screws are provided.

Extruded aluminum T-Astragal.
Screw nails provided.

Extruded aluminum T-Astragal.
Screw nails provided.

Black rigid vinyl retainer. Mortised or surface
mounted for proper sealing pressure. Black pile
seal (#9082) shown. Optional seals available.
SMS 4 x 5/8” phillips panhead screws are
provided. 84” Length.

Optional seals:
9032T Bulb
9081 Pile (Gray)
9082 Pile (Black)
9086 Finned Pile
         (Gray)
9088 Finned Pile
         (Black)
(see seal profiles
on page 55)

13/16

1 3/16
Inactive
Door

Indicates location of standard fastener hole.

2

3/16

1

11/16
Inactive
Door

All Astragals and Meeting Stiles are cut exact.
Standard Sizes: 80” and 84” (Except as noted).

Other lengths are available and are cut exact as
ordered (Extra cost over 84”).

Steel Meeting Stiles are furnished with counter-
sunk holes.

Vinyl seal is black; fasteners are provided.

COMBO ALUMINUM PRODUCTS, EL CAJON, CA
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7/16"
1/2"
5/8"

ASTRAGAL STOP CUT OPTION

ASTRAGAL STOP CUT (ASC)

Available Sizes: 7/16", 1/2", & 5/8"

(for Parts 5000, 5400, 5450, 5475, & 5500)

A,	B,	PG,	W

Optional seals:
9032T	Bulb
9082	Pile	(Black)
9088	Finned	Pile	(Black)
(See	seal	profiles	on	page	52)

continuedJamb Weatherstrip

SCHLEGEL QEBD  650 Q-LON    KERF TYPE DOOR SEAL.
Fire rated by Underwriters Laboratory for 90 minutes.
Inserts easily to seal the strike side, hinge side and header.
A Q-LON   Door seal made of an open-cell urethane foam core and clad
in an embossed polyethylene, U.V. stabilized paint-resistant liner for kerf
applications.
QEBD 650 contains no plasticizers to cause deterioration over time.
Has 5/8” reach. Resilient reach characteristics conform seal to warped
doors. Width of barb - 5/32” (.155”)
Requires 1/8” x 7/16” kerf in stop. (If rabbeted jamb is used, allow for
depth of 2-1/8”. If applied stop is used, adjust for compression of seal.)
Passed water penetration tests at 25 mph and 34 mph ASTM E-331 std. Test.

SCHLEGEL QDS 650 Q-LON    KERF TYPE DOOR SEAL.
Fire rated by Underwriters Laboratory for 90 minutes in accordance with
UL QVWZ file #R14384.
Cellular modified foam core, cladding is an embossed, non-vinyl, U.V.
stabilized, paint-resistant liner. Has 5/8” reach. Will allow for as much
as 3/16” movement with no loss of sealing performance.
Air infiltration tested within ASTM, NWWDA, ANSI and ISDSI standard.
Requires 1/8” x 3/8”  kerf in stop. (If rabbeted jamb is used, allow for
depth of 2-1/8”. If applied stop is used, adjust for compression of seal.)

5/8

1750
1750B   82”  Brown
1750W  82”  White
1751B   97”  Brown
1751W  97”  White

C L A S S I F I E D

Tolerance +/- 1” 
(Sold by full box or by piece,
broken box premium applies).

Box
Qty.
150
150
125
125

R

R

C L A S S I F I E D

5/8

1783
1783B     82”  Brown
1783W    82”   White
1784B     97”   Brown
1784W    97”   White
1785B   120”  Brown
1785W  120”   White
1786D   500’   RL  Black
1786B   500’   RL  Brown
1786W  500’   RL  White
Tolerance +/- 1” 
(Sold by full box or by piece,
broken box premium applies).

(Sold by full box or by piece,
broken box premium applies).

(Sold by full box or by piece,
broken box premium applies).

Box
Qty.
150
150
125
125
125
125

FOAM WEATHERSTRIP

SCHLEGEL QEBD  825 Q-LON    KERF TYPE DOOR SEAL.
EXTENDED REACH.
Fire rated by Underwriters Laboratory for 90 minutes.
Inserts easily to seal the strike side, hinge side and header.
A Q-LON   Door seal made of an open-cell urethane foam core and clad
in an embossed polyethylene, U.V. stabilized paint-resistant liner for kerf
applications.
QEBD 825 contains no plasticizers to cause deterioration over time.
Has 13/16” reach. Resilient reach characteristics conform seal to warped
doors. Width of barb - 5/32” (.155”)
Requires 1/8” x 7/16” kerf in stop.

1787
1787B   97”  Brown
1787W  97”  White
Tolerance +/- 1”

Box
Qty.
100
100 13/16

C L A S S I F I E D

R

SCHLEGEL QEBD  875 Q-LON   KERF TYPE DOOR SEAL.
EXTENDED REACH.
Fire rated by Underwriters Laboratory for 20 minutes.
Inserts easily to seal the strike side, hinge side and header.
A Q-LON   Door seal made of an open-cell urethane foam core and clad
in an embossed polyethylene, U.V. stabilized paint-resistant liner for kerf
applications.
QEBD 875 contains no plasticizers to cause deterioration over time.
Has 7/8” reach. Resilient reach characteristics conform seal to warped
doors. Width of barb - 5/32” (.155”)
Requires 1/8” x 7/16” kerf in stop.

7/8

1788
1788B   97”  Brown
1788W  97”  White
Tolerance +/- 1”

Box
Qty.
125
125

C L A S S I F I E D

R

NEW

NEW

COMBO ALUMINUM PRODUCTS, EL CAJON, CA
Tel (619) 447-9200  (800) 457-7500  Fax (619) 442-4558PRODUCTS ARE SHOWN ACTUAL SIZE45

* * * LIFETIME WARRANTY * * * offered by Schlegel & Loxcreen

Section  10  ASTRAGALS & MEETING STILES

  1/2

   1/2

1152 P (Primed)    96” Length only

1160 A, B, W1130 P

1201 B, PG, S, W

Steel meeting stile with countersunk holes.
Primed finish. SMS 10 x 1” phillips flathead
screws are provided.

Extruded aluminum T-Astragal.
Screw nails provided.

Extruded aluminum T-Astragal.
Screw nails provided.

Black rigid vinyl retainer. Mortised or surface
mounted for proper sealing pressure. Black pile
seal (#9082) shown. Optional seals available.
SMS 4 x 5/8” phillips panhead screws are
provided. 84” Length.

Optional seals:
9032T Bulb
9081 Pile (Gray)
9082 Pile (Black)
9086 Finned Pile
         (Gray)
9088 Finned Pile
         (Black)
(see seal profiles
on page 55)

13/16

1 3/16
Inactive
Door

Indicates location of standard fastener hole.

2

3/16

1

11/16
Inactive
Door

All Astragals and Meeting Stiles are cut exact.
Standard Sizes: 80” and 84” (Except as noted).

Other lengths are available and are cut exact as
ordered (Extra cost over 84”).

Steel Meeting Stiles are furnished with counter-
sunk holes.

Vinyl seal is black; fasteners are provided.
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7/16"
1/2"
5/8"

ASTRAGAL STOP CUT OPTION

ASTRAGAL STOP CUT (ASC)

Available Sizes: 7/16", 1/2", & 5/8"

(for Parts 5000, 5400, 5450, 5475, & 5500)

A,	B,	PG,	W

Optional seals:
9032T	Bulb
9082	Pile	(Black)
9088	Finned	Pile	(Black)
(See	seal	profiles	on	page	52)

(See seal profiles on page 44)

309 A, B 2 pieces in illustration

MEETING STILES


