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Indicates location of standard fastener hole.

SCHLEGEL QFS 375 Q-LON    ADHESIVE BACKED DOOR SEAL.
Fire rated by Underwriters Laboratory for 180 minutes. In accordance with
UL QVWZ file #14384.
Char foam core, clading is a tough paint-resistant  polyethylene liner,
UV stabilized.
Has 3/8” reach. Will allow for as much as 1/4” movement with no loss of
sealing performance.
Compression set less than 1% from 0 degrees F. To 78 degrees F.
Stop width required: 1/2” (If rabbeted jamb is used, allow for depth of
1-7/8” or 1-15/16”.  If applied stop is used, adjust for compression
of seal.)
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Tolerance +/- 1” 

1820
1820B    86”   Brown
1820W   86”   White

(Sold by full box or by piece,
broken box premium applies).

Box
Qty.
150
150

5/8

LOXCREEN  9650 LOXSEAL ®  HIGH PERFORMANCE WEATHERSTRIP
Fire rated by Warnock Hersey, Inc. for 90 minutes (per ASTM E-152).
Inserts easily to seal the strike side, hinge side, and header.
LoxSeal ® weatherstrip made of polyethylene clad urethane foam.
Requires 1/8" X 7/16" kerf in stop.
Passed air infiltration test at 25 mph (per ASTM E-283).
Passed water penetration resistance (per ASTM E-331).

1950
1950B    81”  Brown
1950W   81”  White
1951B    97”  Brown
1951W   97”  White
1952B  120”  Brown
1952W 120”  White
Tolerance +/- 1”

Box
Qty.
125
125
125
125
75
75

continuedJamb Weatherstrip

Tolerance +/- 1” 

1810
1810B    82”   Brown
1810W   82”   White
1811B    96”   Brown
1811W   96”   White

C L A S S I F I E D

R

1/2

(Sold by full box or by piece,
broken box premium applies).

Box
Qty.
175
175
150
150

SCHLEGEL QEBD 500 Q-LON    KERF TYPE DOOR SEAL.
Fire rated by Underwriter Laboratory for 180 minutes in accordance with
UL QVWZ file #R14384.
Cellular modified foam core, cladding is an embossed, non-vinyl, U.V.
stabilized, paint-resistant liner. Has 1/2” reach. Will allow for as much as
3/16” movement with no loss of sealing performance.
Cellular core stays soft at low temperatures. Contains no plasticizers to
cause deterioration over time.
Air infiltration certified by Pittsburgh Testing Laboratories to as low as .01
cfm/fcp; well within ASTM, NWWDA, ANSI and ISDSI standards. Requires
1/8” x 3/8” kerf in stop. (If rabbeted jamb is used, allow for depth of
1-15/16”. If applied stop is used, adjust for compression of seal.)

Typical installation for:
1750, 1783, 1787, 1788, 1810 and 1950.

NEW
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* * * LIFETIME WARRANTY * * * offered by Schlegel & Loxcreen

Warnock Hersey

continuedAstragals & Meeting Stiles

Features:
    1) Accepts doors with heavy reveal,
    2) Field handed, can be field trimmed,
    3) Full strike plate & dead bolt trim plate,
    4) Dead bolt punch out for ease of installation,
    5) Escutcheon plate for head,
    6) Thermoplastic bottom seal.
For in-swing doors only

1/2” space between doors plus clearance.

5400  ASTRA-BOLT

5450  
THERMAL-BREAK ASTRA-BOLT

B, CH, PG, S, W

Schlegel
Q-Lon

Black
Finned
Pile
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Black Pile
#9082

Schlegel
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Black Pile
#9082

Thermal
Break

Black Pile
#9089

TRIPLE WEATHERSTRIP SEAL
and

22” LOCKING BOLTS

PATENT 6457751
(Bolt Assembly)

22 INCH SPRING
DETENT POSITIVE
ACTION BOLT UNIT
TOP & BOTTOM

QUARTER-TURN
RED KNOB FOR
ADDED SECURITY
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DOOR SEAL

INCLUDES 8”
PUNCH OUTS FOR
DEAD BOLT
(TWO ON 96”+)
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continuedAstragals & Meeting Stiles

Features:
        1) Accepts doors with heavy reveal,
        2) Field handed, can be field trimmed,
        3) Full strike plate & dead bolt trim plate,
        4) Dead bolt punch out for ease of installation,
        5) Escutcheon plate for head,
        6) Thermoplastic bottom seal.
For in-swing doors only
       1/2” space between doors plus clearance.

5600
B, CH, PG, S, W

5700
B, W

ASTRA-BOLT FOR 2-1/4” IN-SWING DOORS

ASTRA-BOLT FOR 2-1/4” OUT-SWING DOORS
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PATENT 6457751
(Bolt Assembly)

22 INCH SPRING
DETENT POSITIVE
ACTION BOLT UNIT
TOP & BOTTOM

QUARTER-TURN
RED KNOB FOR
ADDED SECURITY

SCHLEGEL
Q-LON
DOOR SEAL

INCLUDES 8”
PUNCH OUTS FOR
DEAD BOLT
(TWO ON 96"+)

DEAD BOLT TRIM
TRIM PLATE

FULL STRIKE
PLATE

PATENT 6457751
(Bolt Assembly)

22 INCH SPRING
DETENT POSITIVE

ACTION BOLT UNIT
TOP & BOTTOM

QUARTER-TURN
RED KNOB FOR

ADDED SECURITY

SCHLEGEL
Q-LON     

DOOR SEAL

INCLUDES 8”
PUNCH OUTS FOR

DEAD BOLT
(TWO ON 96"+)

DEAD BOLT TRIM
TRIM PLATE

FULL STRIKE
PLATE
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